
Tabbing Systems

optional FD 260-10 Feeder, operators can input a stack of up to 8” of ma-
terial to be tabbed. Adjustable side guides pre-vent document skewing.
The optional FD 260-20 Conveyor offers adjustable speed from 0-120
fpm, and stacks tabbed pieces in sequential order at the end for easy re-
moval. Using “crash tab” technology, the edge of the mail piece is fed
into the FD 260 where it contacts an adhesive tab and travels through a set
of rollers where the tab is neatly folded and sealed, creating a mail-ready
piece. Accuracy is also key, as the tabs fold tight to the edge of the piece,
without drifting from left to right. The Formax FD 260 Tabbing System is
a flexible solution for adapting to USPS Tabbing Regulations, and offers
a high-speed automated method for preparing your mail pieces.

FORMAX FD 280 DOU-
BLE-HEAD EDGE TABBING
SYSTEM: The Formax FD 280 ap-
plies multiple edge tabs per piece in
various positions, processing more
than 15,000 pieces per hour. With
user friendly controls, it has the abil-
ity to change between 1” and 1.5”
tabs simply by flipping a switch. A
variety of tab stocks can be used, in-
cluding clear, translucent and paper.
Built-in waste take-up spools reduce
down time, and for increased effi-

ciency, tabs can be fed fan-folded or
from rolls for higher volume. The FD
280 can also be used in-line with other
tabletop labelers, feeders, printers and
tabletop folders including the Formax
FD 342, FD 382 and FD 38X.Options
include the FD 280-10 Heavy Duty
Feeder, capable of feeding a stack of up
to 12” of material up to 3/8” thick, the
FD 280-20 High Volume Tab Delivery

Module which reduces down-time by feeding rolls of up to 150,000 tabs,
and the FD 260-20 Conveyor.

THE FD 290 CRASH AND EDGE 90-DEGREE TABBING SYS-
TEM: The FD 290 combines the FD 280 Double-Head Edge Tabber and
FD 260 Single-Head Crash Tabber for one-pass tabbing of booklets and
virtually all other tabbing jobs. It’s also the lowest cost 90-degree tabbing
system on the market today.The FD 290 applies edge and top tabs in a sin-
gle pass, processing up to15,000 pieces per hour. It has the ability to eas-
ily change between 1” and1.5” tabs, simply by flipping a switch. Tabs can
be fed fan-folded or from rolls for higher volume. A variety of tab stocks
can be used, including clear, translucent and paper, with built-in waste
take-up spools to reduce down time. The FD 290 can also be used in-line
with other tabletop labelers, feeders, and printers. Options include the FD
280-10 Heavy Duty Feeder, the FD 280-20 High Volume Tab Delivery
Module and the FD 260-20 Conveyor.

CONTACT: For more information, call 800-232-5535 or email
cmacneil@formax.com.
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Formax FD280 Tabber

Formax FD260 Tabber with Feeder and Conveyor

Formax FD290 Tabber

§ Kirk-Rudy, Inc.
CATEGORY: Tabbing Systems

PRODUCT: KR535, KR435, KR545 & KR565 Tabbing Systems

COMPANY: Kirk-Rudy, Inc., 125 Lorraine Parkway, Woodstock, GA
30188. Key Contact: sales@kirkrudy.com. Phone: 770-427-4203.

KR545D TABBER: Applies
tabs to 3 sides in a single pass
to meet the new USPS speci-
fications for self-mailers and
booklet tabbing regulations.
The KR545D handles large
18” diameter rolls and runs all
major types of tabs as well as
pressure-sensitive stamps and
labels of various shapes and
sizes. Multiple tabs or labels
can be applied in a single
pass. The KR545D’s innova-
tive dual web design allows
inline operation with standard

addressing and binding systems. Use with the KR565 Roll Splice Unit for
uninterrupted continuous tabbing and labeling.

KR545T TABBER: Meet the USPS specification for self-mailers and
booklet tabbing with Kirk-Rudy’s proven all in one tabbing innovation
the KR545T. The only Tabber that applies Tabs to all 3 sides in a single
pass. The KR545T handles large 18” diameter rolls and runs all major
types of tabs as well as pressure sensitive stamps and labels of various
shapes and sizes. Multiple tabs or labels can be applied in a single pass.

The KR545T’s innovative triple web
design allows inline operation with stan-
dard addressing and binding systems.
Use with the KR565 Roll Splice Unit for
uninterrupted continuous tabbing and
labeling.

KR 535 TABMASTER: The KR
535makes tabbing of paper products
faster and easier than ever. A straight
forward operator interface simplifies
operator training and setup while indus-
try standard motors and controls make
the KR 535 simple to operate and eco-
nomical to maintain. All major types of

tabs as well as pressure-sensitive stamps and
labels of various shapes and sizes can be
placed on a wide variety of products.Right or
left edge tabbing, bump turn attachments,
wide and fan-folded label kits along with a
folder interface conveyor option make the
KR 535 a flexible system.

KR 435 MINI TABBER: The KR 435 is
Kirk-Rudy’s newest and most affordable
tabbing system yet. Priced thousands less
than comparable systems, the KR 435 uti-
lizes many of the same features that made the
KR 535 a bestseller. Key features like side
register belts, side-to-side top plate adjust-
ment and automatic tab sensor setup keeps
the tabbing process consistent and reliable.

KR545D Tabber

Kirk-Rudy KR535 Tabber

KR435 Mini Tabber

76



Tabbing Systems

Also,the KR 435’s operator inter-
face utilizes all the same
user-friendly programs found on
the KR 535 that simplify operator
training and setup. The KR 435
handles large 16"diameter rolls
and runs all major types of tabs as
well as pressure-sensitive stamps
and labels of various shapes and
sizes.Multiple tabs or labels can
be applied in a single pass. The

KR 435 runs in line with most standard ad-
dressing systems.

KR 565 LABEL SPLICING UNIT: De-
signed to provide nonstop, uninterrupted la-
beling when used with Kirk-Rudy tabbers.
The continuous feed dual unwind acts as a
stand-alone standard loose-loop powered un-
wind unit. When the supply roll unwinds to a
certain level, a sensor activates a warning
light and signals the drive to feed the remain-
ing labels into a holding bin. The second roll
of labels is then spliced to the end of the web
as the labels in the bin are consumed.

CONTACT: For more information, call
770-427-4203 or email sales@ kirkrudy.com.

KR545T Tabber

KR565 Splicing Unit

§ Neopost USA
CATEGORY: Tabbing Systems

PRODUCT: TA-12, TA-20, TA-25, TA-30

COMPANY: Neopost USA, 478 Wheelers Farms Rd., Milford, CT
06461. Phone: 800-NEOPOST (636-7678).

TA-12: Neopost’s TA-12 tabber offers an inexpensive alternative to en-
velopes and is great for mass mailings of brochures, newsletters,double
postcards and more. The TA-12 places an adhesive tab on folded docu-
ments, often used by businesses to send advertisements and envelopes
and is great for mass mailings of brochures, newsletters, envelopes, dou-
ble postcards and more. Its built-in feeder system means easy setup and
fewer feeding issues, and its small, tabletop footprint makes it the perfect
assistant for letter shops and in-house use.

TA-20: The TA-20 tabletop tabbing system is fast and reliable, en-
abling users to place up to three tabs in a single pass — at speeds up to
20,000 pieces per hour. Perfect for processing mass mailings of bro-
chures, newsletters, double postcards and more. Neopost’s TA-20 lets
Neopost’s TA-20 lets users tab or stamp quickly and cost-effectively.
It is ideal for mid- to high-volume tabbing and direct mail preparation
in commercial printers, in-house production shops and organizations
that process mass mailings.

TA-25 MULTI-SIDE TABBER: The TA-25 Multi-Side Tabber is
the only tabletop tabber in the world that will simultaneously apply
tabs to the top and side of a booklet or self-mailer. It can also apply
tabs to opposite sides of a mailer in one pass (like the new letter-size
booklet requirements). The secret is in a magnificent piece of engi-
neering that allows one of the tab application heads to switch from side
tabbing to front tabbing. The TA-25 has the ability to single, double
and triple tab. It can run clear, translucent, or paper tabs or apply up to
three USPS stamps at a time. The TA-25 offers production single tab-

bing speeds of 25,000 pieces/hr and
booklet tabbing (2+1, side-to-side)
at 15,000 pieces/hr on media up to
1/4" thick. Best of all, the TA-25
runs in-line with Neopost’s AS-980
inkjet address printer and
heavy-duty AS-FDR12 feeder. The
intelligent interface ties the compo-
nents together for maximum control
and productivity.

TA-30: Neopost’s exclusive TA-30
heavy-duty tabletop production tab-
bing system, with high-volume pro-
duction cycles, is versatile and effi-
cient, allowing users to place one, two
or three tabs in a single pass — at
speeds up to 35,000 pieces per hour.
Neopost’s TA-30 is ideal for process-
ing mass mailings such as brochures,
newsletters, double postcards and
more. Now, users can tab, stamp, label
or apply repositionable notes quickly
and cost-effectively. That makes the
TA-30 the ultimate machine for high
volume tabbing and direct mail prepa-
ration in lettershops, mail houses,
commercial printers and organizations processing mass mailings.

CONTACT: For more information call 800-NEOPOST(636-7678) or
click www.neopostusa.com.

TA-30 Tabbing System

TA-25 Multi-Side Tabber
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§ Kirk-Rudy, Inc.
CATEGORY: Tipping Systems

PRODUCT: KR687 Magnetic Strip Encoder

COMPANY: Kirk- Rudy, Inc. 125 Lorraine Parkway, Woodstock, GA
30188. Email: sales@kirkrudy.com. Phone: 770-427-4203.

KR687 MAGNETIC STRIP
ENCODER: The KR687 is a
high-volume magnetic strip encod-
ing and verification system de-
signed to integrate with all
Kirk-Rudy feeders, bases, and
turnovers. The system features
Kirk-Rudy’s renowned Xmatch
software that will track product for
up and downstream cameras and
print applications. The system sup-
ports a variety of card stocks, en-
abling it to run jobs at speeds up to
30,000 cards per hour. The KR687

can also be configured for non-CR80 card applications such as gift cards.

CONTACT: For more information, call 770-427-4203 or email
sales@kirkrudy.com.

KR687 Magnetic Strip Encoder
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