
Addressing Accessories

dustries. Buskro’s fully automated maintenance automated feeder pausing
(during maintenance routine) and resumption (during printing) require
minimal operator attention. Effortless maintenance cycle is designed to
employ negligible consumables in the cleaning process; minimizing cost
and eliminating dependency on maintenance personnel. Choice of mainte-
nance regimens include interval mode based on a present number of pieces
printed and/or manual push-button intervention by the operator.

See Buskro’s listing in these other sections: Address/Barcode Printers,
Document Printing Software, and Tabbing Systems.

CONTACT: For more information, call 888-8BUSKRO or email
sales@buskro.com.

§ Clear Image Technologies
CATEGORY: Addressing Accessories

PRODUCT: Picture Perfect Match System

COMPANY: Clear Image Technologies, 94 Pebblebrook Lane,
St.Louis, MO 63146. Contact: Larry Miyasaka. Phone: 314-853- 5867.

DESCRIPTION: Picture
Perfect’s Read and Print
system utilizes one camera
to read a barcode from a
mail piece and sends the
data downstream to the
inkjet printer to address
the envelope after the
inserter exit. Any bad
reads can be diverted for

hand inspection. Our Read and Print system can be run simultaneously
with our matching system.

FEATURES: Clear Image has partnered with ink.jet to provide the high-
est quality HP ink jet printing system and software. By adding a friction
feeder, this system can be moved from the inserter and used as standalone
inkjet system also!

See listing in Inserter Feeders/Accessories section.

CONTACT: For more information, call 314-853-5867 or email
larry@clearimagetechnologies.com.
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§ Kirk-Rudy, Inc.
CATEGORY: Addressing Accessories

PRODUCT: Kirk-Rudy Addressing Accessories

COMPANY: Kirk-Rudy, Inc., 125 Lorraine Parkway, Woodstock, GA
30188. Email: sales@kirkrudy.com. Phone: 770-427-4203.

KR 496F FRICTION FEEDER:
Heavy-duty and fast, the KR 496F han-
dles hard-to-feed items such as Z-folds
and open-ended products. Easily
mounts onto and integrates with the KR
shuttle feeder. Because friction feeders
are not suited for feeding many catalogs
and books,both types of feed systems
are necessary to handle the widest range
of products. A separate frame assembly

makes feed belt replacement quick and easy. Optional configurations in-
clude batch and stage-feeding modes, wide and narrow product feed kits,
extended outfeed and mounting stand.

KR 500 FRICTION FEEDER: The
KR500 is a heavy-duty Friction Feeder
that is designed to feed flat die-cut
boxes and many other difficult irregular
products up to widths of 19.25” and
speeds of 1000 fpm. Features include:
Moveable friction belts, vibrating rear
product guides and side guides that ex-
tend below friction belts. Options in-
clude: Speed- Following DC drive,
Servo Motor Drive and Hydra-Lift Kit.

KR 533 AUTOLOADER: Improve
feeder consistency and pro-
ductivity with the new KR
533 Autoloader. The KR
533 handles a wide variety
of product and is versatile
enough to work with almost
any feed system.The KR
533 manages nearly 6” of
material and delivers it into
the hopper as needed. The
hopper level is maintained
within a narrow range
keeping the feed consistent.
The KR 533’s jogger as-
sembly keeps product straight in the hopper. The only autoloader de-
signed to work with friction and shuttle feeders, the KR 533 adds flexibil-
ity to one’s operation. Slotted brackets allow the top to be quickly angled
for friction feeders or placed horizontal for shuttle feeders. Operators can
also use the KR 533 inline or 90
degrees to product flow.

KR 630 STACKING SYSTEM:
Sorting mail electronically is more
accurate than manual sorting and
allows for high processing speeds.
Use theKR630 to automatically
sort mail in-line with an address-
ing system. Stacks are output ac-
cording to present counts and ZIP
code breaks established in the
mailing list. An in-line divert gate
ensures accuracy by removing purged mail pieces. Setup is a snap using
the on-board PLC and operator interface.

KR 345 : An all-new concept in mail handling, the KR 345 handles
most of the work at the end of an inkjet addressing or inserting system.
Automatic sorting and increased storage capacity means one operator
can easily manage high-speed
production runs. Designed to pro-
duce a consistent shingle under
all conditions, the KR 345 con-
verts the flat, shingled stream of
mail into an upright position.
Sorting occurs during the shingle
process so the tray breaks are
clearly evident on the
edge-stacking section.Trays are
quickly and easily filled by slid-
ing entire bundles off the side of
the conveyor and into a mail tray.
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