
Inserter Feeders/Accessories

gines to choose from.
One is a multi-font en-
gine and one has many
common pre-taught
fonts.

BARCODE RECOG-
NITION: Barcode rec-
ognition, can decode
IMB, QR and 2D (data
matrix) and some 1D
barcodes to be com-
pared to another barcode
or sequence number.

STATIC MATCHING: A camera can read any generic mail piece that
has an alpha/numeric text or barcode and compare it to a user defined text
to verify that the correct piece is being used and is in the correct orientation.

STATION SELECTION: With the Station Selection upgrade, up to 24
inserter stations are controlled by the software and can be turned on or off
on the fly to allow each mail piece to include different inserts based on de-
mographics, account type, etc. Now users can co-mingle several smaller
mailings into one large one. A barcode is read on the first insert, typically
the address piece, and decoded to send a signal to the stations to turn on or
off at the proper time. This barcode can be read from under the first sta-
tion or from an infeed area coming from a GBR or other feeder/folder.

REPORTS: All of our OCR and Barcode products provide a detailed re-
port upon completion of the job including date, time, number of pieces,
number of matches/mismatches, Sequence errors, read errors and com-
ments of any anomalies.

READ AND PRINT: See listing in Addressing Accessories.

CONTACT: For more information, call 314-853-5867 or email
larry@clearimagetechnologies.com.

§ Kirk-Rudy, Inc.
CATEGORY: Inserter Feeders/Accessories

COMPANY: Kirk-Rudy, Inc., 125 Lorraine Parkway, Woodstock, GA
30188. Key Contact: Sales. Phone: 770-427-4203.

See Kirk-Rudy’s listing in the Addressing Accessories section.

CONTACT: For more information, call 770-427-4203 or email
sales@kirkrudy.com.

§ MJR Vision
CATEGORY: Inserter Feeder / Accessories

PRODUCT: Secure Mail - combines Secure Match, Secure Read &
Print and Secure Print Verification

COMPANY: MJR Vision, 38 Southwood Dr., Cherry Hill, NJ
08003-2950. Phone: 888-824-8606

SECURE MAIL: MJR Vision Secure Mail is a combination of Secure
Match, Secure Read & Print, and Secure Print Verification. Using the lat-
est touch-screen and process control technologies Secure Mail provides
an inexpensive camera and inkjet control package for your mailing and
printing operations.

SECURE MATCH: MJR Vision Secure Match system can be installed
on variety of legacy mail systems such as swing-arm inserters, collators,
bookmaking systems and other finishing equipment. Matching mixed

Clear Image Technologies Picture Perfect
Match System running on an older inserter

symbology 1D, 2D, IMB or OCR
with Secure Match assures docu-
ments end up in the correct enve-
lope. Standard features include
matching, sequence control, miss-
ing or duplicate detection, sequen-
tial start-up and shutdown, selec-
tive insert control, no-seal and di-
vert on error and more. Matching
between cameras or matching to a
database record is available. The
camera’s magnetic base allows
you to move cameras to any posi-
tion on the inserter by simply

changing a job parameter. Whether mov-
ing camera to a new position or reading a
different type of barcode the camera ad-
justments can be made in seconds. Man-
ual Scan and Clear Position functions ex-
pedite error recovery. Production and
read rate statistics included. Other op-
tions include multiple cameras and an
inkjet printer.

SECURE READ & PRINT: MJR Vi-
sion Secure Read & Print technology is
designed to improve efficiency and pro-
ductivity of the operation. Personalized

data acquired by the inserter’s
camera is used to retrieve an indi-
vidual record from the database to
be printed by the inkjet. MJR Vi-
sion AddressJet allows the system
to read and print fixed and variable
data on a closed face envelope. In-
formation such as full name, ad-
dress, barcode, IMB, Indicia or a
PDF image is possible. In
standalone mode the system is ca-

pable of reading and printing at the maximum speed of an inkjet printer.

SECURE PRINT VERIFICATION: MJR Vision Secure Print Verifi-
cation system will verify the integrity of every mail piece printed. When
installed at the output of the inkjet printer the system will match printed
data against any field of the database record, and create an audit trail for
printed, non-matching or missing records. It can match barcode, IMB or
OCR and can verify Indicia or a company logo.

CONTACT: For more information, call 888-824-8606.

Camera’s Magnetic Base

Two Camera Match Display

MJR Vision AddressJet Kit

§ Neopost USA
CATEGORY: Inserter Feeders/Accessories

PRODUCT: IJ-15K Feeder

COMPANY: Neopost USA, 478 Wheelers Farms Rd., Milford, CT
06461. Phone: 800-NEOPOST (636-7678).

IJ-15K: The IJ-15K is a high-speed, high-volume mail metering system
designed to attach to inserters capable of producing 15,000 envelopes per
hour. The IJ-15K’s IBI-Lite technology uses less ink per impression to re-
duce overall operating costs. With its ability to connect electronically to
production folder inserters, the IJ-15K is capable of printing postage val-
ues on the fly to handle most mixed mail operations. For complete mail-
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Labeling Systems

ing solutions, the IJ-15K connects to Neopost’s line of professional ac-
counting solutions, including Neopost MAS App for full accounting and
Navigator for advanced mailing and accounting functions.

CONTACT: For more information call 800-NEOPOST (636-7678) or
click www.neopostusa.com.
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§ Advanced Poly-Packaging, Inc.
CATEGORY: Labeling Systems

PRODUCT: Tabletop Bagger/Printer, Poly-Bagger, Printers

COMPANY: Advanced Poly-Packaging, 1331 Emmitt Road, Akron,
OH 44306. Email: sales@advancedpoly.com. Phone: 800-754-4403.

T-375 TABLETOP BAGGER/PRINTER: Place product into open
bag, then press the seal bar or let the T-375 automatically seal the
bag.This machine features patented “Next Bag Out” capabilities. It al-
lows for printing just prior to loading, which guarantees accurate labeling

and allows for quick changeovers,
something mail order packagers
need with constant label changes.

FEATURES: Full-color screen with
pop-up windows, diagnostic and
troubleshooting screens, preset and
totalizing bag counter, “automatic
paced” operation with fill time delay
timer, adjustable parts chute, adjust-
able support shelf and blower with
flow controls. It comes with a Zebra
110XilllPlus Printer, 203 dpi, 305

dpi option with built-in memory and 30 darkness settings. Create labels
from a spreadsheet, upload to this mini- system and let the T-375 do the
rest.

T-1000 ADVANCED POLY- BAGGER: The T-1000 is a production
bagger that can be used alone or attached to other components, such as
conveyors, parts counters or scales to create a larger packaging system.
Fill and seal up to100 bags per minute. It’s the best choice for hundreds of

products including magazines,prod-
uct manuals, promotional items, nov-
elties or any mail order products.

FEATURES: Patented “Next Bag
Out” printing capability is now
available on the T-1000.That means
the bag that’s being printed is the
next one to be filled — virtually
eliminating mislabeled bags. Per-
fect for mail order, where the label
changes with almost every bag. Full
color touch screen programming
makes it simple for the operator to
use. The T-1000 accepts bags rang-

ing from 2” x 3” to 14” x 30”. The Wide model uses bags from 4” x 6”
to 18” x 36”. Numerous options are available to customize this ma-
chine to fit one’s application. The T-1000H is a horizontal version of
the machine that comes with a conveyor, allowing the operator to slide
produce horizontally into the bag. This method works well when pack-
aging clothing, ball caps, hoses or flexible pipe, among other products.

Ti-1000Z INLINE THERMAL TRANSFER PRINTER: Print ad-
dresses, barcodes, logos or other custom graphics directly onto your

T-375 Tabletop Bagger/Printer

polybag. The Ti-1000Z
incorporates Zebra’s lat-
est Higher Performance
series print engine, per-
fectly integrated into the
bagging operation with
touch screen control over
the entire bagging and
printing system.

FEATURES: Prints up to 14” per second (10” max suggested for polybag
printing); Format labels up to 4” x 12” at 203dpi (300 & 600 dpi print head
available); fixed data label save/recall option (no PC required); flexible
connectivity, including simultaneous Eternet, USB or Parallel connections.

SPECIFICATIONS: 15” Web pass through; 16 MB SDRAM, 8 MB
Flash memory; ZPL, ZPL II&XML programming languages; “Ribbon
Out” and “Bag Out” photo sensors; USB 2.0 port, high speed bi-directional
IEEE 1284 parallel interface; mounting brackets, interface cables, regula-
tor, 10’ printer cable (USB), operation/parts manual, one year limited parts
warranty (60 day print head warranty). Options include: Print head element
out feature; ZebraNet Wireless PlusPrint Server; ZebraNet Internal Print
Server 10/100 Ethernet connection; 64 MB Flash memory with ZPL II &
XML; 64 MB main logic board upgrade; spare parts kit.

Ti-1000Z ROLL-A-PRINT “FAST” PRINTER: The Ti-1000Z is fast!
Using Zebra print technology and Advanced Poly-Packaging feeding and
registration technology, the new-
est and fastest of the company’s
Roll-a- Print series can print up to
80 bags per minute. Bags feed
continuously through print head at
10”/sec.

FEATURES: Perforation or
photo optic registration system
for precise thermal print registra-
tion. 203, 300 or 600 dpi print
resolution with 4”, 5” or 8” wide print heads available. Film accumulator
for continuous feeding and tension control. Full color touch screen with
alarm outputs.

CONTACT: For more information, call 800-754-4403 or email
sales@advancedpoly.com.

§ BUSKRO, LTD
CATEGORY: Labelling Systems

PRODUCT: Digital Label Printer

COMPANY: BUSKRO LTD., 1738 Orangebrook Court – Unit # 1,
Pickering, ON L1W 3G8 Canada. Contact: Michelle Sanz / Shawn
Caldwell Email: sales@buskro.com Phone: 888-8BUSKRO or
905-839-6018.

DESCRIPTION: The Buskro DLP125-M is a fully integrated, servo
driven digital label press which combines Buskro’s proven inkjet and
control software capabilities with over 40 years of mechanical and mate-
rial handling experience to create a simple yet powerful variable inkjet
personalization system specifically designed for the label production en-
vironment. The DLP125-M is designed to accommodate labels up to
125mm wide with a maximum roll diameter of 482mm on a standard
76mm core, operating at speeds up to 60 m/min. Incorporating all ele-
ments of a digital production label printing system in a compact inte-
grated package with user-friendly job management through simple

T-1000 Advanced Poly-Bagger

Ti-1000Z Inline Thermal Transfer Printer

Ti-1000Z Roll-A-Print Printer
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