
Parcel Mailing/Sorting Systems

RFID capabilities, label application and sort speeds to meet your process
and budget.

CHAMELEON FEATURES: Key Chameleon capabilities include: Si-
multaneous weighing, dimensioning, and barcode reading and OCR;
Multi-purpose OCR reads the address for manifesting, barcoding, track-
ing, and proof of processing; Flexibility to capture address block,
barcodes, and weights; Scale detects parcel weights up to 100 lbs; Sort
packages with weights up to 75 lbs; Handles packages as large as 25” x
25” x 36”; Process boxes, padded envelopes, or poly bags; Speed ranges
from 1,000 to 20,000 parcels an hour; Outputs a unique mailing label fea-
turing postal barcode, unique piece ID, proprietary sorting/routing codes,
and other business information; Apply labels automatically, or manually
in exception process.

EZ-LETTERS SYSTEM DESCRIPTION: Eliminate your postage
meter – Apply postage, barcode, capture automation discounts, and sort
in one pass with the EZ-Letters System from Engineering Innovation Inc.
In keeping with its mission to offer the mailing industry affordable solu-
tions that maximize postage savings, Engineering Innovation, Inc. intro-
duced the EZ-Letters solution in 2010. With a throughput of up to 18,000
letters per hour, the multi-functional EZ-Letters system has all the capa-
bilities of larger letter sorters at a fraction of the cost and size. With very
low cost of entry and the smallest footprint of any letter sorter on the mar-
ket, the EZ-Letters solution is designed to deliver immediate efficiencies
to small and large mailrooms alike. Able to handle metered mail, permit
mail, and manifest mail, this versatile solution features an OCR that can
read letters for Automation discounts, while providing mailers the option
to go for MADC through 5D discounts selectively. Processing First Class
and Standard mail, EZ-Letters capabilities encompass a broad range of
typical business needs, including transactional, office, and promotional
mail. In addition, EZ-Letters offers solutions for Incoming Mail, Interna-
tional Mail, Vote by Mail, and can even processes Reject Mail from other
sorting equipment with its best-of-class imaging/recognition capabilities.

EZ-LETTERS FEATURES: Key EZ-Letters features include the op-
tional Weigh on the Fly Scale and HP cartridge-based high-speed printer
for printing postal barcodes, indicia, addresses, and sorting codes. Cou-
pled with its manifesting capability, mailers can dramatically lower labor,
equipment, and ink costs while combining posting/processing into a sin-
gle-step routine. Before postage savings, EII estimates this process will
bring as much as a 5-cent reduction in per piece mailing costs. EZ-Letters
is available with Parascript™ OCR which enables reading handwritten
pieces and the optional RAF Platinum™ OCR for best in class perfor-
mance. EZ-Letters is also outfitted with a Wide Area Bar Code Reader
which reads up to five distinct barcodes on the mailpiece for such applica-
tions as tracking, proof of processing and populating the Intelligent Mail
Barcode. A UMOVE™ upgrade is also provided for mailers who need to
be in compliance for Move Update. The EZ-Letters processing platform
is highly scalable. The “out-of-the-box” unit, at a mere 3x5 feet, can fit
though most doors and into any room. Single-sided stackers allow the
machine to be set up against a wall to fit into the tightest mail room.

LIGHTSORT SYSTEM DESCRIPTION: The LightSort Sorting Sys-
tem easily integrates into existing processes using light technology for
expedited processing. Our low-cost systems quickly improve accuracy,
productivity, and data tracking. LightSort Technology is used on fixtures
that are low maintenance, durable, and easy to move for reconfiguration
and storage. Quick assembly and intuitive use has operators up to speed in
no time so they can efficiently sort or fill orders and track data using the
hands-free ring scanner. With LightSort, Eii proves again that expensive
automation is not always the optimal approach. LightSort Technology le-
verages low cost equipment to help operators do their job more quickly
with greatly reduced errors.

LIGHTSORT FEATURES: The LightSort Sort-to-Light uses a modu-
lar sorting rack with easily programmable destinations. Sort lightweight
parcels and poly bags in the Sort-to-Light for induction to the U.S. Postal
Service. LightSort Sort-to-Light features a wireless ring scanner that’s in-
tegral to the solution’s success. It allows for hands-free operation and
barcodes can be sorted from any angle. When the sorter scans the package
barcode, the correct bin destination lights up. This eliminates guesswork
so sorters can get the package to the right location every time. Up to ten
bags can be preloaded into each location. When a bag is full, the operator
can quickly unhook it, push it out the back or pull it out the front and lift
the next one into place.

New in 2018, the LightSort Pick-To-Light and LightSort Put-to-Light are
helping combat the need for even more streamlined order fulfillment.
With Pick-to-Light technology, Bin locations house merchandise that can
be quickly retrieved for an order. Pickers scan the order sheet and the
closest SKU locations lights up. After the merchandise is pulled, a
barcode for the bin location is scanned; the light for that location switches
off, and the next location lights up. Use print on demand to label the order
when complete. Outfit the racks with dual or triple light displays with dif-
ferent colors to accommodate various workflows and processes. With
Put-to-Light technology each bin location represents an order. SKUs re-
trieved from inventory are scanned into lighted bin locations to complete
the order, and operators use print on demand to label orders.

CONTACT: For more information call 1-800-350-6450 or email
sales@eii-online.com.
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§ NPI
CATEGORY: Parcel Mailing/Sorting Systems

PRODUCT: NPI Sorters

COMPANY: NPI, 14901 Trinity Blvd, Fort Worth, TX 76155. Key
Contact: Michelle Ramirez. Phone: 214-634-2288 or 888-821-SORT.

XSTREAM: The XStream has the ability to sort flats and parcels of
up to 70 lbs. to different bin destinations such as tubs, sacks and gon-
dolas.With its ergonomic design, the XStream is perfect for any pro-
cessing environment. The XStream has a throughput of up to 30,000
flats/parcels per hour.

XSTREAM FEATURES: The Xstream is compact and scalable and
can be used for inbound and outbound processing. It features multi-sided
omni-directional barcode reading capability for most 1D, 2D and Postal
barcode types. It can handle a wide variety of product sizes, shapes and
weights and integrates with existing conveyor systems.

CONTACT: For more information, call 888-821-SORT or email
sales@npisorters.com.

NPI XStream
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