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POSTAGE METER SUPPLIES: Pitney Bowes Postage Meters run
smoothly and efficiently with genuine Pitney Bowes supplies. Pitney
Bowes meter ink and postage meter tape is engineered specifically for use
in Pitney Bowes meters and mailing systems.

SEALING SOLUTIONS: Keep envelopes sealed and secure with E-Z
Seal Sealing Solution. Inhibit the growth of algae, bacteria, and mold in
your mailing system and run it cleaner and more efficiently.

SHIPPING & PACKAGING SUPPLIES: Pitney Bowes stocks a vari-
ety of label materials designed for use with their SendPro suite of prod-
ucts, providing the ability to print stamps and shipping labels on demand.
In addition, a wide selection of quality packaging products are available
which includes cartons, protective mailers, packaging tape and other of-
fice shipping supplies. Now you can order precisely what you need to
protect your shipments so they arrive to their destination intact.

See Pitney Bowes' listing in the Postage Meters/Mailing Systems section.

CONTACT: For more information call 800-243-7824 or go to
www.pitneybowes.com.

§ Postmatic, Inc.
CATEGORY: Mailing Supplies/Accessories

PRODUCT: Seal-Tight Concentrate

COMPANY: Postmatic Inc., 9405 Holly St NW Ste D, Minneapolis,
MN 55433 Phone: (763)-784-6046. Email: info@postmatic.net Contact:
John Talbot. Web: www.postmatic.com.

DESCRIPTION: Seal-Tight Concentrate is the most cost-effective so-
lution to solving troubled sealing problems. Concentrate to mix with
your tap water and activate any water activated glue adhesion to ensure
positive sealing and quicken dry time to speed handling. With a mixing
ratio of 32-1, Seal-Tight Concentrate is very economical and eliminates
the costly expense of shipping pre-mixed wetting solutions. Available in
9 – 4 oz Packs, ½ Gallon, 1 gallon, 5 Gallon & N15 gallon Containers.

CONTACT: For details call (763)-784-6046, visit www.postmatic.com
or email: info@postmatic.net.

Postmatic Seal-Tight Concentrate

§ Neopost USA
CATEGORY: Mail Openers/Extractors

PRODUCT: Neopost Mail Openers & Extractors

COMPANY: Neopost USA, 478 Wheelers Farms Rd., Milford, CT
06461. Phone: 800-NEOPOST (636-7678).

IM-16: The IM-16 Letter
Opener is designed to maximize
office productivity by distribut-
ing incoming mail faster
throughout your organiza-
tion.Whether processing checks,
orders, remittance pieces or in-

coming mail, the IM-16 saves time and leaves no waste. Users can maxi-
mize productivity and improve cash flow by opening incoming mail at
speeds up to 300 letters per minute — delivering mail faster. Extremely
reliable, it opens a wide range of envelope sizes from No. 10’s up to flats.
Employees are free to work on more valuable tasks, resulting in improved
productivity. This translates into improved cash flow as incoming pay-
ments get processed quicker, while orders are processed immediately to
help improve customer satisfaction and enhance one’s business image.
Simply place a stack of incoming mail in the hopper and press the start key.

IM-30: Providing increased efficiency at a low cost, the IM-30 opens
one, two or three sides of an envelope. Without presorting, adjustments or
waste, mixed mail can be processed efficiently. The contents are pro-
tected and document integrity is maintained. As few as 400pieces of in-
coming mail per day can justify an IM-30 Letter Opener from Neopost.

IM-35: The Neopost Model IM-35 Letter Extractor opens and extracts
envelopes and delivers the contents to the operator. Using the
exclusive3-side slicing, the envelope is opened without creating any pa-
per waste while protecting the contents. Mixed mail can be processed with-
out any presorting or adjustments; envelope sizes can range from 3-1/2” x
6-1/2” to 6” x 9”.

IM-2112: The Neopost
IM-2112 Envelopener is
the latest advancement
in envelope-opening
technology. Utilizing
milling cutting and a
self-adjusting feeder to
open a variety of mixed
mail sizes and thick-
nesses, this compact
envelopener opens up to
400 envelopes per min-
ute,allowing for quick
extraction.

IM-306 & IM-306s:
The IM-306, with its
ability to operate at a
rated speed of up to
40,000 envelopes per
hour, contains the latest
mail opening technology
setting a new standard
for high volume mail
processing.Using milling cutter technology with 8 cut-depth positions re-
moves chips as small as 0.01” from the envelope edge, producing a soft,

Neopost IM-16 Letter Opener

Neopost IM-2112 Envelopener

Neopost IM-306s
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feathered edge while protecting valuable envelope contents. Even over-
night delivery envelopes are no match for the Model 306. Equipped with
a robust operator control software interface, job setup can be done with
ease and flexibility. Most significantly, the IM-306 is also available with
enhanced sorting capabilities as the IM-306s. Envelopes can be output to
two locations based on programmable criteria such as thickness,length,
and height. Optional batching capability allows items to be grouped to-
gether in pre-selected lot sizes. Sorting options make the IM-306s a per-
fect fit for applications that require verification of contents either before
or after extraction like claims processing, remittance,and vote-by-mail.
Because of its ability to identify “clean mail ” from “exception mail,” it
helps to insure maximum productivity from mail extraction equipment by
allowing operators to concentrate on extracting contents from “clean”
batches instead of trying to handle exceptions at the same time. Features
include milling cutter, three mail tray supports, and more.

CONTACT: For more information, call 800-636-7678 or click
www.neopost.com.

§ OPEX Corporation
CATEGORY: Mail Openers/Extractors

PRODUCTS: OMATION® Model 306™ & 306s™, Series 210™
Envelopener®, Series 410™ Envelopener®, Model 72™, Eagle™, MPE
7.5™, Model 60™

COMPANY: OPEX Corporation, 305 Commerce Drive, Moorestown,
NJ 08057. Tele: (856) 727-1100. Web: OPEX.com.

OMATION MODEL 306 & 306S: With its high-speed sorting capabil-
ities, the OMATION Model 306 & 306s was designed to raise the stan-

dards among high volume
mail processing equipment.
The easy-to-use operator in-
terface simplifies job config-
urations. The Model 306s
uses the same revolutionary
design and functionality of
the Model 306 and adds to it
a number of truly beneficial
features. The Model 306s
can sort envelopes as small

as 0.01” to 0.1875” and even overnight envelopes. The optional
ninety-degree powered output conveyor provides greater flexibility and
additional sorting space.

SERIES 210 ENVELOPENER: The OMATION Series 210
Envelopener is designed with small and medium mail-opening opera-

tions in mind. Ideal for oper-
ations processing between
200 and 2000 pieces per day,
this compact envelope
opener seamlessly processes
inbound mail in “a handful
in, a handful out” quantities.
The state-of-the-art milling
cutter technology found in
the legendary OMATION

Model 306 has been added to the Series 210, providing complete
edge-to-edge opening and a soft, feathered envelope edge for safe re-
moval of contents.

SERIES 410 ENVELOPENER: The OMATION Series 410
Envelopener offers the performance and features found in a high-end en-

velope opener but ideal for mid-sized incoming mail operations. The Se-
ries 410 comes equipped with an ink jet printer and a 5.5" operator screen,
offering supreme functional-
ity and optimized efficiency.
Perfect for operations that
process between 200 and
2000 pieces of mixed mail
per day, the Series 410's
self-adjusting feeder and ad-
justable cut-depth settings
enable a variety of envelopes
to be fully opened edge-
to-edge.

MODEL 60: The Model
60's user-friendly design and
high throughput rate present
an excellent solution for mail
processing operations with
incoming volumes of 1,000
or more envelopes per day.
This machine cuts an enve-
lope on three sides, can
achieve transport speeds up
to 4,600 pieces of mail per
hour and has microprocessor
storage capabilities for an
unlimited combination of
job set-ups and operators.

MODEL 72: Built upon a
legacy of nearly four de-
cades of innovation, the
OPEX Model 72 raises the
bar for envelope opening
and content extraction. Ad-
vancements in cutting tech-
nology and feeder design
make the best Rapid Extrac-
tion Desk™ available even
better. Designed with the op-
erator in mind, the Model 72
is the perfect blend of ergonomics, ease-of-use and accessibility. The
Model 72 provides an exceptional increase in measurable operator pro-
ductivity. This all adds up to increased operator satisfaction and more ef-
ficient mail opening. Without a doubt, the Model 72 is the most cost-ef-
fective and efficient way to open and extract mixed mail.

EAGLE: Eagle’s advanced technology collapses the traditional remit-
tance workflow, providing the most secure and efficient way to process

Omation Model 306S

Omation Series 210 Envelopener

OPEX Eagle

OMATION Series 410 Envelopener

OPEX Model 72

OPEX Model 60
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